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EQUIPMENT FOR COOLING SYSTEMS

COOLING TOWERS

COOLING TOWERFILLS
Type MBV 13, 20, 27

Glued fills

- pannels of the fills are glued together within the block
- big contact area between water and the air.

Material
- corrugated PVC sheets
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EQUIPMENT FOR COOLING SYSTEMS
Fills for cooling towers and applications

Type of fill MBV 13 MBV 20 MBV 27
Standard dimensions L/W/H 1200 x 300 x 300
Option 1200 x 600 x 600
Distribution channel size 13 mm 20 mm 27 mm
Contact area for 240 m2/m? 145 m2/m? 114 m2/m?
heat exchange
Minimum capacity 8,2m°/hx m* 5,1 m°/h x m” 3,2m°hxm’
Minimum foil thickness 270 ym 310 ym 400 um
Material PVC
Max working temperature 60°C
Method of joining glued

Properties

- bigheatexchange,

- minimum pressure drpp
- temperature resistarnge upto 60°C,
- environmental friendly.

Applications

- Forheatexchanging for all types of cooling towers,
- in gas purification coloumns

- watertreatmentdevices (biorotors)

- humidifying systems.

Our PVC fills can also be delivered for premanent temperature exposure up to 75°C.

ESOT - Invest d.o.o. Celje tel.:++386 (0)3 / 42 56 350 fax:++386 (0)3 / 49 28 413 email:esot-invest@esot.net



	Page 1
	Page 2

